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Input voltage of single phase is AC 220V and output is AC 110V. It
has been withdrawn by lead wire manufactured to be used at the
place of server dust and humidity and vibration etc. By use of the
cover of winding protector.

«Circuit Diagram

( Insulation Class B )

SPECIFICATIONS DIMENSIONS (mm) SUITABLEWIRE  |\yeiGHT
MODELNO. | TYPE VA o
PRL(V) SEC.(V) W | H | D | b | d @ | PR SEC. (kg)
WY21—40AE 40 | 78 | 68 | 81 | 64 | 54 | 4xm 130
WY21—60AE 60 | 78 | 68 | 86 | 64 | 59 | 4xM 146
WY21—80AE 80 | 89 | 75 | 101 | 76 | 68 | 5x14 1.95
WY21—100AE 00| 99 | 85 | 103 | 79 | 70 |5x15 227
0-220 0-110 ) s
WE H(BLUE) X (RED) 0.75mm 0.75mm
WY21—150AE 150 | 99 | 85 | 110 | 79 | 80 |5x15 2.84
WY21—200AE 200 | 108 | 93 | 106 | 94 | 80 |5x10 3.45
WY21—300AE 300 | 118 | 99 | 110 | 104 | 80 |5x10 478
WY21—500AE 500 | 137 | 115 | M9 | 118 | 83 | 5x10 6.89
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